SP Series 2 Multi-Function DVI Converter

Supports various single link and dual link

DVI conversion and combining applications.
Up to 4 windows can be placed in an output
plane (or a foreground or background layer if
optional keying enabled), supporting many
applications. Automatic detection of DVI
timing modes. All outputs are synchronous.
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SL-DVI
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Input 3 is DL-DVI
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Eachwindow assigned to an input with mode
dependent or mode independent location, size,
rotation, etc.
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Applications include:

4xSL DVI (Stripe) > 2xDL DVI Left/Right

4xSL DVI (Quad) > 2xDL DVI Top/Bottom

1080P video wall applications (2x2, rotated 3x1)

PIP with up to 3 windows within a 4" input (L0O80P or less)
Dual DVI >> SL DVI (down-sized or pixel-for-pixel window)
Optional keying, 2560x1600 or lower resolutions

x = # of 165 MP/sec paths

e

“C

Note: Windows have programmable
alpha coefficients when overlapped,
allowing prioritized z-order or alpha
blending.

Output 1
(4) Display Planes lor2
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L | @ Background layers Mux +> m
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(1) Background layer
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(2) Keyed layers
@165 MP/sec eachor Output 4
(1) Keyed layer
(2) Foreground layers
@165 MP/sec each or SL-DVI
(1) Foreground layer Not available if
@330 MPisec Output 3 is DL-DVI
x = # of 165 MP/sec paths
Notes:

X
1. Foreground and Background Layer(s) are only /
available in Configuration application if user
selects a blending option. Otherwise all windows
are placed in the Display Plane(s)
2. Alpha blending is standard. RGB / Luma/HSV

Key require optional keying. (:Key)

Figure 1 SP2 Block Diagram
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Figure 2 SP Series 2 Front View

Figure 3 SP Series 2 Rear (Connector) View
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SP Series 2 Multi-Function DVI Converter

SP2 DVI Converter

The SP Series 2 DVI converter (abbreviated to SP2) provides
conversion and combining functions for DVI video formats.
Various video combining functions are achieved via flexible input
area-of-interest control. The SP2 is configured via commands that
are sent to the unit through the RS-232, Ethernet, or USB
interface. Parameters are stored in non-volatile memory to retain
desired settings.

User Programmable Video Modes and Outputs
Modes define the timing of a DVI video input. With fully
customizable input mode definitions for each video input port (1
thru 4), programmable DVI output timing (Single Link or Dual
Link) and full control of window size and location within the output
active area, the SP2 is applicable for your DVI application.

Features
The SP2 capabilities include:

Video Conversion and Synchronization

e DVI(TMDS) inputs, single link or dual link

e Frame rate conversion; free running or gen-locked outputs.
Gen-locked modes provide the lowest possible latency.

e 4 xSingle Link DVI (SL-DVI) to 2 x Dual Link DVI (DL-DVI)
conversions to allow legacy video generation systems to
work with DL-DVI projectors/monitors, including 4 input
stripes >> left half / right half and 4 quads >> Top/Bottom.

Input mode detection and multiple windows

e Each Input port is pre-configured to be used as a SL-DVI port
or a DL-DVI port. Only Ports 1 and 3 can be configured as a
DL-DVI port.

e Each video input port (1-4) can be pre-configured with
multiple input modes defining timing, resolution, etc. The
built-in Mode Handler Control function is programmed to
monitor the port for these pre-configured timing modes.

¢ Up to 4 windows can be defined within the output active area.
See additional window sections for limitations. Each
window is assigned to an input port. Input modes defined for
that input channel are mapped to the window according to
the window’s mode-dependent and mode-independent
parameters, such as window size, location, input area-of-
interest, flip (vertical or horizontal), and rotate (90/180/270).

e If a pre-defined timing mode is not detected for an input port,
then windows assigned to that input are programmed to
either display a specific RGB color or disappear.

Windows for display resolutions up to WUXGA
The SP2 offers robust windowing for display resolutions with pixel
clock frequencies <= 165 MPixels/sec (eg 1080P and WUGA @
60Hz). Up to 4 windows may be sized and placed anywhere in
the output active area, as shown in Figure 4. Window techniques
include PIP, side-by-side, and other window configurations.

Input Mode Select

IMux Up to 1920x1200 at 60Hz Outputs

— | TMDS 1 SL-DVI

- —> | T™MDS 2 -
Window #3 SL-DVI
—> | TMDS3 SL-DVI

Window #4

SL-DVI Port1

Window #1 Window #2

SL-DVI Port 2

SL-DVI Port3

—» | TMDS4 SL-DVI

SL-DVI Port4

Maximum # of windows = 4

Figure 4: Window configurations for display resolutions of WUXGA or less

Windows for display resolutions beyond WUXGA
Many displays that require a pixel rate beyond 165 MP/sec utilize
either multiple SL-DVI or DL-DVI inputs. The SP2 supports these
displays with some limitations. If the pixel rate exceeds 165
MP/sec, then the output active area is divided into segments. Two
(2) segments are required for displays between 165 MP/sec and
330MP/sec; Four (4) segments are required for displays between
330 MP/sec and 660 MP/sec. The # of windows, window sizes,
and window locations are limited by segment boundaries that split
the output active area. Specifically,

# of windows

Z (segments utilized by window n) <= 4

n=1

In Figure 5 below, a SP2_C008 is used to combine (1) DL-DVI
input, and (2) SL-DVI inputs into (1) DL-DVI output. The DL-DVI
at Port 3 is supplying video for Window 3, while the SL-DVI inputs
at Ports 1 and 2 are supplying video for Windows 1 and 2
respectively. Window #3 utilizes 2 segments, while Windows #1
and #2 utilize 1 segment each, for a total of 4 utilized segments.
This is a valid configuration. Note: a DL-DVI input reduces max

window count by 1.

Mode Select
Input /Mux

Up to 2560x1600 at 60Hz
) Outputs

—» | TMDS1 DL-DVI

SL-DVI Port 1 Window #3

SL-DVI Port 2 Segment #2

| T™MDS3 DL-DVI

DL-DVI Port3 ’ Window #1

’ Window #2

I
+
I
I
Segment #1 |
I
I
4
t

Figure 5: Window configurations for display resolutions > WUXGA
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Video Combining (Standard)

e PIP is performed by assigning windows in a layer.

e Programmable alphas in a layer support z-order priority and
alpha blending per window overlap area.

Tactical Commands

e “Tactical” commands allow real-time update of a window’s
source, that source’s area-of-interest, window size, location,
rotation, and color adjustments. These commands are
particularly useful for tactical displays requiring dynamic
windowing. Tactical commands are defined in the SP2
Command Line Description. Please contact the factory for
more information.

Keying (Standard)

e Alpha blending between foreground and background is
standard on the SP2. This is also known as “area keying”.

e Keying requires both the foreground and background layer of
equal resolution (typically 1080P)

e Arectangular key area is defined in the active area.

e With standard “area keying”, programmable foreground and
background alpha values are defined for outside the key area
and inside the key area.

e An output pixel in the display plane is computed as:

Output pixel = (Foreground alpha * foreground pixel) +
(Background alpha * background pixel)

Keying (Optional)

e Optional keying (:Key) supports calculations on foreground
pixels that are “inside” the key area. These calculations may
be based on RGB, Luma, or HSV values. Foreground and
background alpha values are applied based on the key
calculation result (Key = True or Key = False)

e  Option also includes a technique that “extracts” an alpha LUT
index from the (2) LSB’s of the RGB foreground pixel,
supporting a 64 entry table of Foreground/Background alpha
values. This technique is “symbology-encoded alpha”.

e Option also includes using the blue content as a LUT pointer
for both foreground and background alpha values. This
technique is referred to as “blue alpha”.

Test Pattern / Messaging

e Test Patterns include: flood fields, color wedges,
checkerboards, and color wedges; each highly
programmable

e Test pattern overlay capabilities include: outline, lines,
and pixel.

e Up to 8 on-screen messages using built-in 8x10 pixel
character generator based on ASCII character set. Each
message has:

. up to 64 characters
. 1x, 2x, 4x, 8x character size multiplier
. programmable location in x and y

Programmable

e Remote interface for both initial configuration and, if required,
dynamic operational control. (2) RS-232 ports and USB are
standard. Ethernet is optional.

e Commands are defined in the Command Line Description.

Display Interfaces

e Upto4 SL DVI TMDS outputs, up to 1920x1200 each.
Output may be configured as 4 vertical stripes for a 4xSL-DVI
Projector.

e Upto 2 DL DVI TMDS outputs, up to 2Kx2K each.

e All outputs have the same resolution and timing.

Special features
e EDID per input port, programmable via SP2 Configuration
application.

SP2 Unit Configurations

The SP2 is ordered with a configuration number that
identifies the cabling within the unit. The ordering number is
identified as SP2_Cxxx, where xxx is the configuration
number, per Figure 6 below.

Configuration Single link | Dual Link | Single Link | Dual Link
Inputs Inputs Outputs Outputs
SP2_Co001 4 1
SP2_C002 1 1
SP2_C003 4 4
SP2_C004 2 2
SP2_C005 4 2
SP2_C006 2 1
SP2_C007 2 2
SP2_C008 2 1 1
SP2_C009 2 4

Figure 6 SP2 configurations

For Configurations requiring optional keying, please add :Key, eg
SP2_C001 :Key

For Configurations requiring optional Ethernet, please add :E, eg
SP2_CO001 :E

SP2 Operation
Typically, the SP2 operates as follows:

1. Upon power up, the SP2 configures itself based on its
internal BIOS. The BIOS includes various input mode
definitions and an output definition (timing, electrical format,
video combining definition, etc.)

2. If avalid video mode is detected at an input port, all windows
mapped to that mode will be displayed per the mode
parameters. If valid video is not detected, the windows will
display a pre-defined color (blue-screen) or disappear.
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SP2 Specifications
Figure 7 below contains specifications for the SP2.

Physical Dimensions 1U 19” Rackmount ,19” x 1.75” x8” Deep

Temperature Range Operating: 0°C to +70°C
(additional data available)
Storage: -40°C to +100°C

Video 1/O SL-DVI (up to 165 MP/sec) or DL DVI (up to 330 MP/sec) I/O
IEC Connector, 100-240 VAC, 47-63 Hz, less than 60 Watts

Control Interface (2) RS-232, USB, Ethernet (optional)

Documentation SP2 Command Line Description, SP2 Users Guide, SP2 Configuration Application and Manual
ications

Figure 7 SP2 Specifications

The SP2 Configure application is used to configure the SP2. Figure 8 below is a snapshot of the SP2 Configure application being
used to set up a 2x2 window configuration. The application creates a downloadable .txt file. Commands are defined in the SP2
Command Line Description. SP2 Configure also supports in-the-field firmware and FPGA updates.

SP2 Configure V1.1.1

= m] X
File Tools Settings Update Help
_/ SP2Config1.txt | v x || Text View vRx
COMM | Apply/Save Restore Live Update @ Synced BIT @ OErrors @ 0 Warnings | Measure Changed Text Color...
SP2 4KTIME=1320 2200 193 44 1080 11254251 1 PROG ~
figuration F - = SP2 4KCONFIG=STRIPE 4XDVID 4XDVID 1
Y ?.c”alel'c"" . SP20COLOR=000111000
ill Color Il o000 SP2 Name=MyDevice
Window Alpha Values Z-Order (4/3/2/1)
SP2 FOREGROUND=C1C2
SP2 BLEND=OFF
SP2 KEYAREA=0 0 1920 1080
SP2ALPHA-000000
SP2 FGSUB=0000
SP2CLAMP=000
Windows SP2 HSVKEY=H NA 0 AND NA 0 AND NA 0 T AND

SP2 HSVKEY=S NA 0 AND NA O AND NA O T AND

SP2 HSVKEY=V NA O AND NAOAND NAOT

SP2 RGBKEY=R NA 255 AND NA 255 AND NA 255 T AND
SP2 RGBKEY=G NA 255 AND NA 255 AND NA 255 T AND
SP2 RGBKEY=B NA 255 AND NA 255 AND NA 255 T

SP2 LUMAKEY=NA 255 AND NA 255 AND NA 255 T

SPSC.1 TYPE=DVI-DLX DVI

SPSC.2 TYPE=DVI DVI
SheCa TYrE-DVLDLX DV
0 A i 3 = 1

Display Tab Location SPSC.4 TYPE=DVI DVI

Window 2 (MyChannel #2)
Window 3 (MyChannel #3)
Window 4 (MyChannel #4)

| Butpuag | 1senuog [EEEIITN sindu| | inding | uonoauu

Window Border Color Il 255.0.0 SPSCFILL=000
Scaled A within Window 0. 0. 960, 540 SPSC USECASE=INDEP
Rotate None
Flip Horizontal No gsgg ‘xmgsg:gﬂ
Flip Vertical No SPSC WINSRC=[3]3

v Adjustments SPSC WINSRC={4]4
YUV Gain Control Simple (recommended)
YUV Gain 1.000. 1.000. 1.000 g ?}g 009
YUV Bizs 0.0.0 SPSC ALPHA=[20010
RGB Gain Control Simple (recommended) SPSC ALPHA=[3]0010
RGB Gain 1.000. 1.000. 1.000

SPSC ALPHA=[4j0100
SPSC ALPHA=[5]0100
SPSC ALPHA=[6]0 100

{X=0.Y=0,Width=960,Height=540} SPSC ALPHA=[7]0100

SPSC ALPHA=[8]1000
Mode (UXGA_60Hz) Qutput Window SPSC ALPHA=[9]1000

SPSC ALPHA=[10]1000
SPSC ALPHA=[11]1000
SPSC ALPHA=[12]1000
SPSC ALPHA=[13]1000
SPSC ALPHA=[14]1000
SPSC ALPHA=[15]1000

Mode (SVGA_60Hz)

SPSC.1 Name=MyChannel #1
SPSC.1 MHCFG=5 1 (x7F 0x0 0x0 0x0
SPSC.1 MHCTL=0 DVI 1 (x0
SPSC.1VIDLCTL=3000 100 255
SPSC.2 Name=MyChannel #2
SPSC.2 MHCFG=5 1 0x0 0x7F 0x0 0x0
SPSC.2 MHCTL=0 DVI 1 (x0
SPSC.2 VIDLCTL=3000 10 0 255
SPSC.3 Name=MyChannel #3
-1 = SPSC.3 MHCFG=5 1 0x0 0x0 0x7F 0x0
1920 pixels SPSC.3 MHCTL=0DVI 1 x0
SPSC.3 VIDLCTL=3000 10 0 255
n==gfivindows X SPSC.4 Name=MyChannel #4
Area of Interest Z segments _utilized _by _w =4<=4 {X=0.Y=0Width=960 Height=540} SPSC.4 MHCFG=5 1 0x0 0x0 0x0 O« 7F
— = TS SPSC.4 MHCTL=0 DVI 1 0x0
SPSC.4 VIDLCTL=3000 100 255

1080 pixels

Mode Dependent Window Properties

v Scaler Window
Area of Interest 0. 0. 1920. 1080

| Display #1 Display #2 Display #3 Display #4

once 1 mANCANT 11 1nonennnaan.AAn

Figure 8 SP2 Configuration Application
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Applications

Application #1 Landscape Video Combining

Win 1
Win 1 Win 2
Fullscreen Win 1 Win 2 Win 1 Win 2 Win 1 Win 2
Win 2
Win 3 Win 4
Full screen Quad Dual Side by Side 1:1 Dual Side by Side SV Dual Side by Side FV PIP
Win 2 Win 2 ‘ Win 2 H Win 3 H Win 4 ‘ ‘ Win 2 H Win 3 H Win 4
Win 1 Win 1
Win 1 Win 3 Win 1 win 3
Win 1 Win 1
Win 4 ‘Win4‘ ‘WinzH Win3H Win4‘ ‘WinzH WinSH Win4‘
Quad E Quad ES Quad M Quad MS Quad W Quad WS

In Application #1 above, a SP2 is used to combine 4 different SL-DVI video feeds (inputs 1-4) into a single 1080P image. Each
layout is easily configured by a hotkey command, making SP2 ideal for multi-viewing multiple video sources, in both a rack-mount or
embedded scenario. This can be performed on a SP2_CO001.

Application #2 using standard display for Portrait Video Combining

«——V
Win 1
—H—» —H—» —H—»
\‘/ Win 1 \‘/ Win 2 \‘/ Win 3 :> Win 2 H
v v v
Win 3

In Application #2 above, a SP2 is used to capture 3 different video feeds from a normal landscape raster, rotate and combine to
allow a normal landscape 1080P display to be used as a portrait display. This can be performed on a SP2_C001.
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Applications (Cont.)

Application #3 Dual Mode Viewer Pixel-for-Pixel View or Downsize

In Application #3 above, a SP2 is used to either a) take a 1920x1080 window out of a 2560x1440 image, or b) down-size the
2560x1440 image to 1920x1080. This allows a standard 1080P TV / monitor to be used to view high resolution content. This can be
performed on a SP2_C002.

Application #4 Multi-IG Compositor Combines 2 SL streams into one Dual DVI stream

SL DVI from IG Channel #1 SL DVI from IG Channel #2 Combined Image to a Dual DVI display or projector

In Application #4 above, a SP2 is used to combine (2) Image generator outputs into a single Dual DVI output for a projector or
monitor. This can be performed on a SP2_C005.

Westar Display Technologies | www.westardisplaytechnologies.com
4 Research Park Drive, St. Charles, MO 63304, USA | Phone: 1.636.300.5100 Fax: 1.636.300.5105 6 Sept 2022

Copyright © 2019 Westar Display Technologies, Inc. Trademarks are property of their respective owners. Page 6 of 10



A
X westar SP Series 2 Multi-Function DVI Converter

Applications (Cont.)

Application #5 Multi-IG Compositor Combines 2 DL streams into one Dual DVI stream

v

DL DVI from IG Channel #1

+

|

/ Combined Image to a Dual DVI display or projector
llll [ -

T,

DL DVI from IG Channel #2

In Application #5 above, a SP2 is used to combine (2) Dual Link DVI Image generator outputs into (1) Dual DVI output for a projector
or monitor. This can be performed on a SP2_CO006.
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Applications (Cont.)

Application #6 Taking Portion of rotated dual DVI video and displaying on a standard Monitor

2560x1600

1600x1200 or 1080P

In Application #6 above, a SP2 is used to take a center portion of a 2560x1600 image, rotate it, and display on a standard UXGA or
1080P monitor. This can be performed on a SP2_C002.
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Applications (Cont.)

Application #7 Taking (2) Dual DVI projector feeds and combining for IOS Monitor viewing

DL DVI from IG Channel #1 DL DVI from IG Channel #2
2560x1600 2560x1600

SL DVI to 1080P TV

In Application #7 above, a SP2 is used to take a left projector feed and a right projector feed, each 2560x1600. The 2 images are
combined and down-sized for viewing on a 1080P TV. This can be performed on a SP2_C004.
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Applications (Cont.)

Application #8 Keying on a video input to combine with 2" input

Input #1

Output

Video Input 1 - Foreground |:|'> Input #2

SP2_C001 :Key

Video Input 2 - Background

In Application #8 above, a SP2_CO001 :Key is used to key a live video feed (in the foreground) over the map graphic (in the
background). Using HSV keying, the greenish area (as well as the black, non-active area) becomes transparent, thereby passing
the background..
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